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MA Permit Extension Act



Update Summary

Â Safe Yield

Â Streamflow Criteria

Â Policy/Allocations/WMA Permitting

Â Current Issues



WMA òSafe Yieldó

òthe maximum dependable withdrawals that can be made 

continuouslyfrom a water source including ground or 

surface water during a period of years in which the 

probable driest period or period of greatest water 

deficiency is likely to occur; provided, however, that 

such dependability is relative and is a function of 

storage and drought probability.ó 

Environment??Water Supply Term



Massachusetts Major River Basins

Water Management Act manages water withdrawals in Major Basins

Limits total permitted withdrawal to a òSafe Yieldó for each Major Basin



DEP Safe Yield Clarification
November 3, 2009

ñMassDEPclarifies and explains that its interpretation of 

the term safe yieldunder the Water Management Act 

includes environmental protection factors, including 

ecological health of river systems, as well as hydrologic 

factors.ò

2009 DEP Issues Safe Yield 

Values for 27 Major Basins



Basin Yield

Annual Drought Volume

Calculated from SYE Statistics

using Monthly 90th percentile low flows

Monthly values are time-weighted and òrolled upó into 

an average annual value *

* =((Jan x 31 days) + (Feb x 28 days) + (Mar x 31 days) + (Apr x 30 days) + (May x 31 days) + (Jun x 30 days)

+ (Jul x 31 days) + (Aug x 31 days) + (Sep x 30 days) + (Oct x 31 days) + (Nov x 30 days) + (Dec x 31 days) )/365 

days    



Precip Records: 1965 was generally the 

dryest year in MA

that we also have Streamflow Record



Monthly Q90 Rollup:

A synthesized low-flow year.

How does it compare to real years?

What is the recurrence interval?

We compared all the SYE Simulated Years



Monthly Q90 Rollup:

A synthesized low-flow year.

How does it compare to real years?



Other Safe Yield Issues

Â Include Reservoir Storage volumes for reservoirs that 

hold > 1yr of annual inflow and use:

ÂWachusett~ 127 MGD

Â Quabbin~242 MGD

Â Recharge methods for Cape Cod, Islands, Plymouth 

Carver Aquifer in South Coastal

Â Compliance issues where WMA Authorizations > SY

Â What % of Basin Yield to Authorize for WMA?



Streamflow Standards Criteria

Envisioned to protect streamflow at smaller 

geographic and time scale than Safe Yield

NO GRANDFATHERING!

Will apply to all Water Management Act Permits



2009-2011:  Statewide ñFish and Flow Studyò

Fish Community Response to Flow Alterations, Land Use, Impoundments, 
and Water Quality in Massachusetts

Imperviousness

Dams

Land Cover

Sand and gravel



2010 Accelerated Fish and Habitat Study


